
DEPYROGENATION TUNNELS
ST12, ST13, ST14, ST15, ST18, ST19, ST20

STERiLINE's large ser ies

depyrogenation tunnels, models

ST12 th rough ST15 and ST18

through ST20 have been introduced

to accommodate the ever increasing

speeds demanded by today's

modern production lines. These

models are suitable for higher speed
traditional glass processing.

The STERILINE feature that is

unique to these models is the

utilization of two cooling chambers

instead of one.

Two cooling chambers with two

different temperature set points

reduces thermal shock normally

encountered when cool ing

glassware too rapidly.

TECHNICAL DATA
ST SERIES

LENGTH mm

WIDTH mm

HEIGHT mm

CONVEYOR BELT WIDTH mm

INLEI AIR tnj/h

[•i-^'AiRni-vri

COOLING WATER CONSUMPTION* Mi

TOTAL POWER kW

ST12

3160

2440

2400

1250

1270

111B

4820

33

ST13

3460

2440

2400

1250

1270

1118

5500

71

ST14

4220

2440

2400

1250

1270

1118

6910

83

ST15

4560

2440

2400

1250

1270

6600

83

ST18

4680

2795

2400

1600

1615

'480

8510

94

DteriOne)
h t t p : / / w « w . s t e r i l i n e . i l


