
WASHING MACHINE MODEL SW

T h e s e s m a l l e r f oo tp r i n t

w a s h e r s are d e s i g n e d to

process ampoules and vials with

lower output than the VW Series.

A l l par ts that come in to

contact with the interior of the

a m p o u l e s , sma l l v i a l s , and

process fluids are constructed of

A IS I 316L stainless steel. Other

parts, such as the frame, sfiafts,

and bearings are made of AISI

304 s t a i n l e s s s tee l . F i n i shes

range f rom mill f i n i s h e d to

mi r ro r po l i shed . A l l welded

points are argon a t m o s p h e r e

treated and then mechanically

po l i shed and passivated. The

valves are high purity diaphragm

type and pneumatically actuated;
the p ipe f i t t i ngs are t r ic lamp

type and a l l p i p i n g is fu l l y

drainable.

All Steriline washing machines

are manufactured in accordance

with cGMP standards.

WASHING
) rocess cycle choices include

ultrasound, recycled water,

f r e s h water , c o m p r e s s e d air.

silicone, hot air drying, or others

as required.

Pressure of the various fluids

is constantly monitored to insure

that v ia ls and ampou les are

properly washed.

Vials/ampoules are processed

in an u n i - d i r e c t i o n a l manner

e l im ina t ing the potent ia l for

contamination.

Each vial or ampou le is

gu ided through a s e r i e s of

process steps which can include

a combination of air, recycled

water, WFI, siliconization, etc.

V ia ls /ampou les are

automatically discharged at the

end o f t he p r o d u c t i o n c y c l e

e i then in t rays , or direct ly on

the tunnel conveyor belt.
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